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MAST CHART
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TECHNICAL SPECIFICATIONS I
Load capacity (center of gravity at 24in  (Lb) 2.400
Lifting height (ft) 10’ 10
Engine Diesel KUBOTA D902
Power acc./DIN 6270 B (KW/HP) 12.5/16.7 (2500 rpm)
Power acc./DIN 70020 (KW/HP) 13.6/18.2
N° of cylinders 3
Cooling system Water
Traction 4x2
Transmission Manual, with semi-synchronised gearbox,
4 forward/ Reverse gears.
Engine starting system Electric
Speed (Maximum) 12.4 Mph
Operating weight (Lb) 4,519
Gradient negotiable (with full load) 37%
Hydraulic circuit 14.6 cc gear pump. Working pressure 2646 PSI
Tires Front 7.00-12 (12 PR)
Rear 6.00-9 (10PR)
External turning circle 10ft8in
Steering Hydraulic with priority valve. Working pressure 1470 PSI
Tank capacity Fuel 6.6 gal (Us)
Hydraulic fluid 4.0 gal (Us)
Service brake Hydraulic, drum-type, on front axle
Parking brake Mechanical on front axle
Ergonomic seat ?
STANDARD EQUIPMENT g Seatbolt g
FOPS/IROPS £
Rear view mirror 2
Rotating beacon g
Back up alarm g
Load backrest: 4' 1.2" 2
Side-shift ‘2
Lighting equipment %
OPTIONAL EQUIPMENT Hydraulic bucket (0.5 Cu. Yd. capacity, 41" width) (Obligatory Side shift carriage) ;
Hydraulic bucket (0.4 Cu. Yd. capacity, 29" width) (Obligatory Side shift carriage) )
% Special Paint color (only parts in orange) %
z
% Tires Front Wide base all terrain front tires “Big Foot” 27x10-12 (14 PR) §
£ Rear Wide base rear tires 21x8-9 (16 PR) ]

AUSA MADRID I (SPAIN) Tel.: +3491 669 00 06 E-mail: ausa.madrid@ausa.com
AUSA FRANCE I Tel.: +33 (0) 4 68 54 38 97 E-mail: ausa.france@ausa.com
AUSAUK I Tel.:+44(0) 1706 64 96 91 E-mail: ausa.uk@ausa.com
AUSA DEUTSCHLAND GmbH. B (GERMANY) Tel.: +49 2385922245 E-mail: ausa.deutschland@ausa.com
BEIJING RePRESENTATIVE OFFICE I (CHINA) Tel: 86-10-8597 1983 - E-mail: lunafeng@ausa.com



