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AUSA NORTHAMERICA CORP.
2655 Le Jeune Road - Suite 808

 CORAL GABLES  FL 33134 (USA)
 Toll free: 1 800 820 AUSA

 E-mail: ausa.corp@ausa.com

4,400 – 6,600 Lbs

Cu. Yd
1.5 - 2.0



TECHNICAL SPECIFICATIONS
Load capacity (Lbs)
Unloading system
Chassis
Hopper capacities(Cu.Yd.)  Water
                                               Levelled
                                               Heaped
Engine              Diesel
                          Power acc./DIN 6270 B (KW/HP)
                          Power acc./DIN 70020 (KW/HP)
                          Nº of Cylinders
                          Cooling system
Drive

Transmission

Engine starting system
Speed (max.) (Mph)
Unladen weight (Lbs)
Gradient negotiable (with full load)
Hydraulic circuit

Tyres                                                    Front
                                                              Rear
External turning circle (ft in)
Steering
Tank capacity (US Gl)                                  Fuel
                                                              Hydraulic fluid
Service brake

Parking brake

STANDARD EQUIPMENT

Self-loading shovel *    Volumetric capacity
Load capacity (max.)

*(only RMS/RHS/RMGS/RHGS models)

OPTIONAL EQUIPMENT

Back-hoe (only in self-loading shovel version)

D 201 RH / S

Frontal hydraulic

1.17
1.71
1.96

3.527 /  3.968 (S) Lb

D 201 RHG / S

Hydraulic, 180º rotating

1.11
1.23
1.56

4.078 /  4.519 (S) Lb

992 Lb

D 250 RHG / S

5.512 Lb
Hydraulic, 180º rotating

1.37 (1.10 w/shovel)
1.57 (1.23 w/shovel)
1.83 (1.56 w/shovel)
ISUZU 4LE2 Tier II

 34,5 / 46 (3000 rpm)
37,5 / 51

4
Water

4.343 Lb
42%

Working preasure 2205 PSI

Hydraulic, drum-type, on front driving
pinion

0.32 Cu. Yd

D 300 RHG

6.614 Lb
Hydraulic, 180º rotating

1.37
1.57
1.83

ISUZU 4LE2 Tier II
 34,5 / 46 (3000 rpm)

37,5 / 51
4

Water

4.409 Lb
36%

Working preassure 2352 PSI

Hydraulic, drum-type, on front driving
pinion

Rigid

Electric
12.4

10.0/75-15.3 (10 PR)
10.0/75-15.3 (10 PR)

10.56

Anti vandal system
Back up alarm

Ergonomic seat w/ seat belt
FOPS/ROPS protection

Rotating beacon
Rearview mirror

Second Seat
Lighting equipment

Shovel teeth

4.410 Lb

KUBOTA  V1505
23.55/32.2 (2600 rpm)
25.6 / 34.8 (2600 rpm)

4
Water

4 x 4 permanent Compen © System

2-speed hydrostatic
Electric gear inverter

on the joystick

42%
Gear pump of 8 cc

Working pressure 190 bar

13 ft 9 in
Hydraulic. Working pressure 1176 PSI

10.56
Sealed oil-immersed multidisc

Sealed oil-immersed multidisc

0.23 Cu.Yd.
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4 x 4 permanent Compen © System

2-speed hydrostatic
Electric gear inverter

on the joystick

Gear pump of 10.6 cc.

14 ft 9 in
Hydraulic. Working pressure 1030 PSI

7.92

Mechanical, drum-type,
 on front driving pinion

Maximum digging deep: 9' 0.2" Break out power: 8752 Lbs
Transportation height: 7' 4" Fast-attach system of the backhoe to the

dumper. Operating site: 360º rotating seat. Weight: 1984 lbs.
(Model D250 RGH/S)

D 250 RHG/S
D 300 RHG

D 201 RH/S - D 201 RHG/S

S : Dumper equiped with self-loading shovel

DIMENSIONS (ft.  in.)

A
B
C
D
E
F
G
H
I

J
K
L
M
N
R
S
T
U

D 201 RH / S
5 ft 1.6 in
4 ft 8.8 in

5 ft 2.5 in / 5 ft 8.8 in
7.2 in

3 ft 11 in
8 ft 5.5 in
10.03 in

2 ft 10.8 in
5 ft 4.5 in
2 ft 4.1 in

9 ft 10.9 in
7 ft 4.3 in
10.8 in

1 ft 10.4 in
- /  '1 ft 9.1 in'
- / 13 ft 0.7 in

5 ft 2.6 in
-

D 201 RHG / S
5 ft 0.6 in
5 ft 0.8 in

5 ft 2.5 in / 5 ft 8.8 in
7.2 in

4 ft 2.9 in
8 ft 5.5 in
10.03 in
3 ft 0.4 in
5 ft 4.5 in
2 ft 4.1 in
10 ft 9.1 in

8 ft 9 in
1  ft 9 in
3 ft 0.8 in

- / 1 ft 9.1 in
- / 13 ft 0.7 in

5 ft 2.6 in
8.8 in

D 250 RHG / S

5 ft 1.7 in / 4 ft 11.8 in
5 ft 6.5 in / 5 ft 3.1 in

5 ft 10.8 in
7.8 in

5 ft 0.3 in / 4 ft 8.8 in
7 ft 4.1 in
1 ft 1.1 in

3 ft 0.4 in / 2 ft 9.1 in
5 ft 8.11 in
1 ft 7.6 in

10 ft 4.5 in / 9 ft 9.3 in
9 ft 3.8 in / 9 ft 5.5 in
1 ft 9.1 in / 1 ft 5.8 in

3 ft 4.55 in / 3 ft 7.5 in
6 ft 10.6 in
13 ft 8.3 in

5 ft 7 in
7 in / 3.9 in

D 300 RHG
5 ft 1.7 in
5 ft 6.5 in

5 ft 10.8 in
7.8 in

5 ft 0.3 in
7 ft 4.1 in
1 ft 1.1 in
3 ft 0.4 in
5 ft 8.11 in
1 ft 7.6 in

10 ft 4.5 in
9 ft 3.8 in
1 ft 9.1 in
1 ft 5.8 in

-
-

5 ft 7 in
7 in

D 201 RH_4,400 Lbs

D 201 RHG_4,400 Lbs

D 250 RHG_5,500 Lbs

D 300 RHG_6,600 Lbs
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