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DIMENSIONS

D 600 APG

D 600 AP

D 900 AP

D 1000 AP

1000 APG

TECH%KIICAL SPECIFICATIONS
Load capacity {centre of gravity at 11t 7.6 in) (Kg) B
Unioading system Hydraulic, 180° side rotafing| Hydraulic, frontal Hydraulic, 180° side
Chassls Arficulated and osdillating
Hopper capacities () Water 1640 1948 2048 2440 2440 2491
(e Levelled 2603 2647 2821 3665 3750 3941
Heaped 3132 329 3521 5040 5225 5944
Engine Diesel KUBOTA V3300T KUBOTA V3800 DI T
Power acc./DIN 6270 B (KW/HP) 63 / 86 (2600 rpm) 72196,5 (2600 rpm)
Power acc./DIN 70020 (KW/HP) 69793 (2600 rpm) 787 105 (2600 rpm)
N° of Cylinders 4
Cooling system Water
Traction 4 x 4 permanent
Transmission
Torque converter with synchronized gear box.
4 rafios forwards and 4 ratios backwards by means
of an electro-hydraulic device. Fa/R4
Planetary reduction axies besides differential.
Engine starting system Eledlric
Speed (max.) (kmh) 35 40
Uniaden weight (Kg) 4380 | 4200 4200 4700 T 4760 I 4930
Gradient negotiable (with full load) 60%
Hydraulic circult Gear pump of 25 cc. 25¢c
Working pressure 180 bar. 180bar
Tyres Front 405/70-20" (14 PR) 500/60-22,5 {16PR")
Rear 405/70-20° (14 PR) 500/60-22,5" (16PR")
External turning circle 5700 5950
Steering Hidraulic
Working pressure 115 bar
Tank capacity () Fuel 70
(It Hydraulic fluid 65
Service brake Oilimmersed, mulfidisc,
hydraulically operated
Parking brake OiHimmersed, mulfidisc,
mechanically operaled
Retracted ROPS protection ROPS
STANDARD EQUIPMENT Tl avin
Ergonomic seat
Seat belf
Rotating beacon
Audible reverse warning
OPTIONAL EQUIPMENT Tighting oquipment
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ALISA resarves the nght io maie any changss in the specilications wilhout prior nafice.






